附件1：
论文要求及格式
一、论文要求
应具有创新性、建设性、前瞻性。
1．参会博士后须根据论坛设置和论坛议题提交论文。所提交的论文要求具有一定的原创性，字数以3000-6000字为宜；
2．所有论文请于2017年6月15日前以电子邮件的形式发送至：zdbhlt@zju.edu.cn；
3．提交的所有论文将由专家组进行评审，并编入论文集。
二、论文格式
1．论文格式参见论文模板；
2．参考文献以文献在整个论文中出现的次序用[1]、[2]、[3]、[4]……形式统一排序、依次列出并在文中相应地方用上标标出。具体格式为：
(1) 图书

[1] 郑大钟. 线性系统理论[M]. 北京：清华大学出版社，1990.

[2] LJUNG L. System identification theory for the user [M]. Beijing: Tsinghua University Press, 2002.

(2) 期刊

[3] VATSALA A, NOVA R, SRINIVASA MURTHY B R. Elastoplastic model for cemented soils [J]. Journal of Geotechnical and Geoenvironmental Engineering, 2001, 127(8): 679-687.

(3)会议论文集

[4] GRUBER P, THEI F J, TOME A M, et al. Automatic denoising using local independent component analysis[C]// Proceedings of EIS 2004. Portugal: [s. n.], 2004: 255-260. 

(4) 学位论文

[5] CALMS R B. Infrared spectroscopic studies on solid oxygen [D]. Berkeley: University of California, 1965.

(5) 科技报告

[6] BREIMAN L. Using convex pseudo-data to increase prediction accuracy [R]. USA, U C Berkeley: Statistics Department, 1998.
(6) 专利

[7] 刘加林. 多功能一次性压舌板：中国，92214985.2[P]. 1993-04-14.

(7) 标准

[8] IEEE std 802.11 b, Wireless LAN medium access control (MAC) and physical layer (PHY) specifications: higher-speed physical layer extension in the 2.4 GHz band [S]. New York: Institute of Electrical and Electronic Engineers, Inc, 1999.

(8) 电子公告

[9] KNOWLEN C, WILLIAMS J, MATTICK AT, et al. Quasi-isothermal expansion engines for liquid nitrogen automotive propulsion [EB/OL]. [2002-10-08]. http: //www. aa.Washington.edu/ AERP/ CRYOCAR/ Papers/ sae97.pdf.
